
      12  800‐243‐1392      413‐668‐1100  Handcrafted in                        the USA                       mustangseats.com 

 

Enjoy the comfort and custom look of your new Mustang pad! 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
 

 
 
 

 
 
 
These steps are guidelines to help you install your new Mustang product. If you 
need further assistance, please call us at 800‐243‐1392 or 413‐668‐1100, Monday 
through Friday 9:00 ‐ 5:30 Eastern or send an e‐mail to 
questions@mustangseats.com or visit our website at www.mustangseats.com. 
 
For care and maintenance of our seats, please go to our website under "Support".  
 
Refers to part numbers: 76496, 76497 

Victory 
Vegas/Kingpin/8-Ball ’03-17 

Sissy Bar Pad 
 

Hardware:  6mm x 15mm Allen bolt x 2 
Chrome washer x 2 

 

Tools needed:  4mm Allen wrench 
5/32” Allen wrench 
7/16” socket wrench 
Torque wrench 

 

 

Mounting of Mustang Sissy Bar Pad: 

 
 

 
 

 
 

 

1. Remove the mounting bracket from the 
passenger seat using a 7/16” socket wrench. 
Then remove the two Allen bolts from the back 
of the passenger seat using a 5/32” Allen 
wrench. 
 
2. Insert sissy bar through the cutout in the 
seat’s cover. Reinstall the Allen bolts through 
the bar and into the seat. Leave these bolts 
loose. 
 
3. Reinstall the mounting bracket to the seat. 
Leave these bolts loose. 
 
4. Install the four 6mm bolts (supplied with the 
sissy bar) through the bracket and into the 
sissy bar. Torque the mounting bracket bolts 
to 8 ft. lbs. and tighten all other bolts securely. 
 
5. Mount the backrest to the bar with the 
supplied 6mm Allen bolts and chrome 
washers. Tighten with a 4mm Allen wrench. 
 

 

Note: This sissy bar pad mounts on Victory sissy bar 2874587. Sissy 
bar is not included. 
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